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More energy

General characteristics
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Yuasa proposes a full range of stationary 

VRLA batteries with gas recombination, 

regulated with valves.

With a typical power of 767W to 4266 W per 

monobloc (discharge 10 min), Yuasa succeeded 

with this range to optimise strongly the voluminal 

power.
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Ω
(bilow) (bilow)

1 2 3

A B C
0,610,01

mmmmmm

Bolt : M5
Tightening torque : 2,5 Nm (Max : 6 Nm)

Bolt : M5
Tightening torque : 2,5 Nm (Max : 6 Nm)

Bolt : M6
Tightening torque : 4,8 Nm (Max : 6 Nm)

Bolt : M8
Tightening torque : 6 Nm (Max : 8 Nm)

Bolt : M6
Tightening torque : 4,8 Nm (Max : 6 Nm)
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Performance tables for constant power discharge

250 205 187 136 106 88.6 63.1 52.8 44.8 39.1 28.2 22.1 18.4 15.6 12.2 10.0 8.55 5.50 3.80 2.89

863 861 817 650 508 414 308 246 204 176 130 103 85.0 73.0 57.2 47.1 39.8 24.9 17.4 13.4

961 959 899 711 585 484 366 293 246 212 149 119 99.5 86.0 67.9 56.5 47.9 29.9 20.6 15.8

1155 1153 1089 900 726 602 462 375 313 272 198 155 128 110 86.7 72.6 61.8 39.0 26.2 19.9

53 6 10 15 20 30 40 50 60 1.5 2 2.5 3 4 5 6 10 15 20

238 199 181 133 104 88.2 62.9 52.7 44.6 39.0 28.1 22.0 18.3 15.6 12.1 10.0 8.51 5.46 3.76 2.88

821 819 770 632 499 409 306 243 202 174 129 103 84.8 72.8 57.0 46.7 39.5 24.6 17.2 13.4

918 916 859 690 572 479 364 291 245 212 149 119 99.4 85.9 67.8 56.3 47.7 29.7 20.5 15.8

1099 1097 1052 870 708 596 458 372 312 271 197 154 127 110 86.4 72.3 61.4 38.8 26.1 19.9

53 6 10 15 20 30 40 50 60 1.5 2 2.5 3 4 5 6 10 15 20
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225 187 172 129 102 87.3 62.5 52.4 44.3 38.8 28.0 21.9 18.2 15.5 12.0 9.92 8.46 5.44 3.75 2.87

770 768 727 607 483 401 302 241 200 173 128 102 84.4 72.5 56.7 46.5 39.3 24.5 17.1 13.3

872 870 811 662 551 467 359 288 243 210 148 118 99.1 85.6 67.5 56.0 47.4 29.5 20.4 15.7

1043 1041 1016 830 687 584 450 368 308 269 196 153 127 109 85.9 71.8 60.9 38.6 26.0 19.8

53 6 10 15 20 30 40 50 60 1.5 2 2.5 3 4 5 6 10 15 20

210 176 160 124 99.0 85.8 61.6 51.7 43.7 38.4 27.7 21.7 18.1 15.4 12.0 9.88 8.42 5.42 3.72 2.85

713 711 674 578 459 387 293 235 197 171 127 101 83.7 72.0 56.1 46.1 38.9 24.2 16.9 13.2

816 814 744 625 524 448 348 282 239 208 148 118 98.5 85.1 67.0 55.5 46.9 29.2 20.3 15.6

1003 1001 942 787 659 564 436 358 302 264 193 151 125 108 84.9 70.8 60.1 38.1 25.8 19.7

53 6 10 15 20 30 40 50 60 1.5 2 2.5 3 4 5 6 10 15 20
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193 158 144 115 94.5 82.4 60.0 50.3 42.6 37.6 27.1 21.3 17.8 15.2 11.8 9.68 8.26 5.33 3.67 2.82

652 650 622 531 427 364 281 227 190 166 124 99.2 82.1 70.8 55.1 45.2 38.1 23.8 16.6 13.0

702 700 682 580 487 422 332 272 232 202 145 116 97.1 83.9 65.8 54.4 46.1 28.9 20.1 15.5

883 881 836 747 628 529 415 342 291 254 188 147 123 106 83.1 69.1 58.6 37.5 25.4 19.5

53 6 10 15 20 30 40 50 60 1.5 2 2.5 3 4 5 6 10 15 20

166 141 132 105 89.1 75.8 57.1 47.6 40.6 35.8 25.9 20.4 17.1 14.7 11.4 9.37 7.99 5.14 3.55 2.72

602 600 574 473 392 337 260 211 180 158 119 94.5 78.6 67.7 52.9 43.3 36.5 22.7 16.0 12.6

683 681 635 523 442 389 307 253 217 189 139 111 93.4 80.7 63.4 52.4 44.6 28.2 19.6 15.1

759 757 756 675 572 462 388 317 273 239 178 140 117 101 79.5 66.0 56.2 35.9 24.4 19.0

53 6 10 15 20 30 40 50 60 1.5 2 2.5 3 4 5 6 10 15 20
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Floating charge

Fast charge

Charging time
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Temperature compensation

Determining your battery

Final discharge voltage / deep

discharge

Discharge
current

Final voltage
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Capacity and temperature

-20°C -15°C -10°C -5°C 0°C +5°C +10°C +15°C +20°C +25°C +30°C +35°C +40°C +45°C +50°C
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SALES IN EUROPE
YUASA BATTERY SALES (UK) LTD - SWINDON - UNITED KINGDOM

YUASA ITALY SRL - MILAN - ITALY
YUASA BATTERY EUROPE GMBH - DUSSELDÖRF - GERMANY

YUASA BATTERIAS IBERIA - MADRID - SPAIN

YUASA BATTERIES FRANCE S.A.
Z.A.C. des Chesnes Ouest - Le Parc St Quentin - 13, rue du Morellon

38070 SAINT-QUENTIN-FALLAVIER FRANCE

Tél. (33) 04 74 95 90 90 - Fax (33) 04 74 95 90 91 - site : www.yuasa.fr
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